	X Box Button Descriptions



	X Box Button
	Description
	Macro Name

	
	
	

	(A) Button
	(Z) Zero Touch Plate (889 Macro)
	Macro-XboxBtn #5

	(B) Button
	Reset (from drop down menu)
	N/A

	(X) Button
	Tool Change Position (882 Macro)
	Macro-XBoxBtn#1

	(Y) Button
	Laser X/Y Zero  (From Button Script)
	Macro-XBoxBtn#3

	Start Button
	Home Machine Ref. All (884 Macro)
	Macro-XBoxBtn#4

	Back Button
	Park Position (883 Marco)
	Macro-XBoxBtn#2

	Left Shoulder
Button
	Jog Mode INCREMENTAL/CONTINOUS

(from drop down menu)
	N/A

	Right Shoulder
Button
	Cycle Jog Step Increment i.e. .001, .010 etc.
(from drop down menu)
	N/A

	Left/Right

Triggers
	100% Jog Rate i.e. Full Speed Jog (No Selection necessary) Automatically goes to full speed when the trigger is depressed.
	N/A

	Left Side 
+ Button
	Incremental movement of Z Axis Up/Down
	N/A

	Left Side 

+ Button
	Incremental movement of other axis for side to side

movement
	N/A

	Left stick
	Axis up and down movement (from config screen) Selected (Z) (from drop down menu)
	N/A

	Left stick
	Axis side to side movement (from config screen)

None  selected (from drop down menu)
	N/A

	Right Side

Joy Stick
	Side to Side Axis Movement (from config screen)

Selected (Y Axis) (from drop down menu)
	N/A

	Right Side

Joy Stick
	Up and Down Movement (from config screen)

Selected (X Axis) (from drop down menu)
	N/A

	
	
	

	Run DXDIAG from start menu and go to INPUT Tab to get Xbox 360 Controller Numbers

Click on the (Input) tab at the top right hand side of the screen and select the Xbox 360

controller to get the controller ID numbers.
Xbox 360 Controller  ID Numbers                     045E     028E

	


Note:  I am running the follow versions

Mach3 ver. R3.043.062
xbox plugin ver. 2.4.1
http://www.machsupport.com/software/plugins/

Read the notes in Special Features and make sure you have the correct DLL file and correct XBox 360 engine driver.

Download the plugin and also download and read the documentation.
General logic configuration table after selecting Config/General Config which lists the (Cycle Jog Step) rates for each click of the (right shoulder button).  Just watch your DRO's as you press the button to see what your jog rate is.

The (left shoulder button) toggles between incremental and continuous modes.
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Making (Macro-XboxBtns) for use with the Xbox 360 Controller Plugin

1:  Macro-XboxBtns are stored in the Mach3/macros/(your machine) as shown below.
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2:  Macros can consist of written scripts.  So if you have a written script you can copy it and paste it into a new macro and rename it (i.e. XboxBtn1.m1s) and save it in (your machine)  i.e. Johnbotss3 macros folder.
3:  Now open Mach3 and go to the top menu bar and select config and then select Config Plugins from the drop down menu.  It should be about the 4th item from the bottom.    Make sure that the Xbox360 Controller -- Lee Davis Ver. 2.4.1,0 is enabled  and click on the yellow 
highlighted  CONFIG  option and it will open up the configuration screen. 
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4:  Make assignments to the appropriate Xbox360 buttons utilizing the associated drop down menus. Select the O.K. button.  Exit Mach3 and the restart and you should be ready to go.

Note:  Please reference the Xbox assignments table listed above to see that the selected options for each of the configuration buttons listed is the same as the table.
