Jog plus button
local inst = mc.mcGetInstance()

local JogMax = 100

local JogNow = mc.mcJogGetRate(inst, 0)

--local JogNow = tonumber(JogNow)

if (JogNow >= JogMax) then


JogNow = JogMax

else


JogNow = JogNow + 5

end

mc.mcJogSetRate(inst, 0, JogNow)

Jog minus button
local inst = mc.mcGetInstance()

local JogMin = 5

local JogNow = mc.mcJogGetRate(inst, 0)

if (JogNow <= JogMin) then


JogNow = JogMin

else


JogNow = JogNow - 5

end

mc.mcJogSetRate(inst, 0, JogNow)

Cut plus button

local inst = mc.mcGetInstance()

local CutMax = 200

local CutNow = mc.mcCntlGetFRO(inst)

if (CutNow >= CutMax) then


CutNow = CutMax

else


CutNow = CutNow + 10

end

mc.mcCntlSetFRO(inst, CutNow)

Cut minus button
local inst = mc.mcGetInstance()

local CutMin = 10

local CutNow = mc.mcCntlGetFRO(inst)

if (CutNow <= CutMin) then


CutNow = CutMin

else


CutNow = CutNow - 10

end

mc.mcCntlSetFRO(inst, CutNow)

Main PLC
local JogAmt = mc.mcJogGetRate(inst, 0)

local CutAmt = mc.mcCntlGetFRO(inst)

if (JogAmt ~= 100) or (CutAmt ~= 100) then



scr.SetProperty('ledSpeedNot100','Value', '1')

else


scr.SetProperty('ledSpeedNot100','Value', '0')

end

