0-10V goes to the Analog input 0-10V in the adapter.

GND goes to GND

On the sketch 1 is Analog 0-10 and 2 is GND.
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[image: image2.png]On inset menu along the top menu selection please click on Motor output to open motor
configuration settings s shown below.

On the left hand side you will see Axis names corresponding to your name and the following values
‘as shown below should be entered. These settings are for our CPO-10V breakout boards and as
‘shown are the settings for a three Axis machine.

To use fourth or fifth Axis please go to second column marked Enable and place your mouse on the A
‘Axis and click mouse button to change red X to green tick to enable this axis. Once you have entered
these values please press Apply to set these values.

Spindle setup is required if you are going to use the 0-10V output from the CPO-10V to control
Spindle speed.
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Breakout board input and output signal definition

[t

Pin1 | Pin2 | Pin3 | Pind | Pin5 | Pin6 | Pin7 | Pin8 | Ping
ENA | PUL | DR PUL | DR PUL_| DR PUL | DIR
ENABLE | StepX | DirX | StepY | DirY | StepZ | Dirz | StepA | DirA
Pin10 | Pin11 | Pin12 | Pin13 | Pin14 | Pin15 | Pin6 | Pin17 |Pinte25
Pi0_| Pi1 P12 | P13 | Pid P15 P16 | P17 | Gnd
Input1 | Input2 | Input3 | Input4 | 0-10v | Input5 | Pump | Relay | 0Volts





